
CHILLER R290 PLUG-IN

BONNET NEVE ZENITH INTEGRAL
UPRIGHT GLASS DOOR CHILLER
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•	 Integral plug-in refrigeration
•	 Hinged double-glazed glass 

doors
•	 High-efficiency EC fan motors
•	 LED lights to canopy & mullion
•	 High Energy Efficiency (Europe-

an Energy Class B)

•	 Natural Defrost Plus technology
•	 Electric defrost
•	 Ventilated refrigeration
•	 Energy-efficient operation
•	 Available in Small, Medium and 

Large cabinet depths

FEATURES INCLUDE

Scan here to check for 
Energy Efficiency Rebates 
in your state.



* Climate class 3 (25 °C, 60% R/H)

ZENITH VP INTEGRAL MEDIUM 1250 1875 2500 3750

OPERATING TEMP -1°C to +1°C

NUMBER OF DOORS 2 3 4 6

REFRIGERATION Ventilated / R290

POWER SUPPLY 230V / 1Ph / 15 Amp

OPERATING CURRENT (Amp) 4.3 4.5 4.4 4.7

NOMINAL POWER (W) 843 860 919 971

ENERGY CONSUMPTION (kWh/24h) TBA TBA TBA TBA

LENGTH WITHOUT END WALLS (mm) 1250 1875 2500 3750

END WALL THICKNESS (EA) (mm) 30 30 30 30

TOTAL HEIGHT (mm) 2355 2355 2355 2355

DEPTH (mm) 950 950 950 950

TOTAL CAPACITY (ltr) 963 1444 1925 2888

WEIGHT WITH PACKAGING (kg) 270 350 520 780

Follow us on: by Epta

Zenith VP Integral Small Zenith VP Integral Medium

Zenith VP Integral Large

*The information on the energy class (according to EU regulations 2019/2018 and EU 2019/2024) reported here refers to standard models and precise product
configurations and set-ups. The site is based on the information available at the time of publication. As the energy class depends on the specific product
configuration, despite the efforts made to ensure the greatest possible accuracy, the real data can differ significantly from the data declared here. For further
information, we invite you to consult the European Product Database for Energy Labelling (EPREL) or to contact our Sales Office. 
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